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Congratulations! You have purchased the Data 20 Video Pak BO video expan¬ 
sion for the CBM 64. The Video Pak provides a high quality black and white 
output for use with a video monitor. This output is available as 24 lines of 40 
Characters or 24 lines of BO characters. Software can switch the output 
between CBM B4 video output and the Video Pak BO output as well as 
switching between 40 and BO columns. 


The Video Pak BO comes complete with everything required for immediate 

installation including: 

1. The Video Pak BO video cartridge. 

2. A 1 2 inch video cable to connect the CBM 64 to the Video Pak BO so that 
no cable switching is required. 

3. Complete 40/ BO column driver software resident in the cartridge. This 
allows programs from Commodore's larger machines to run on the 64. 

4. Terminal emulation software so that you can use the 64 as a high quality 
terminal to access computer data bases. 


INSTALLING THE VIDEO PAK 80 


Installing the Video Pak BO is extremely easy. Plug the Video Pak in the 
expansion slot in the rear of the B4 with the label facing up. Next, connect 
the CBM B4 video output to the Video Pak BO video input Cthe jack on the left 
as you look from the keyboard) using the short video cable provided. Connect 
the video monitor Ca cable for this purpose is available from Data 20 — see 
your dealer). Power up the monitor and the 64. You should get the bytes 
free message. It may be faint, so you may have to adiust the brightness or 
the contrast. 

To activate the Video Pak BO in 40 column mode, type in SYS 36B64 
(RETURN). The output will switch to the Video Pak and its higher level black 
and white output. This will greatly enhance the contrast and clarity. You will 
probably have to adjust the contrast or brightness of the monitor. The 
system is now ready for use. The BO column mode of operation works as 
above, only type in SYS BBSS'/. The Video Pak wHI behave almost exactly like 
the 64’s screen, but you should consult the section below on differences. 

If you want to shift between 40 and BO columns, use the F5 key to switch to 
40 columns and the F7 key to switch to BO columns. 



QUICK REFERENCE GUIDE 


Startup Commands 

SYS3BBB4 
SYS 36B67 
SYS 36870 
SYS 36873 


4Q column mode 
80 column mode 

return to CBM 40 column screen 
restart 40 or 80 column mode Cdoes not 
clear screen] 


Differences Between VIDEO PAK Screen And VIC 20 Screen 


Feature 

Line Length 

CBM 64 Screen 

80 Columns 

VIDEO PAK 

40 or 80 columns 

Switch to Lower 
Case 

Press SHIFT and 
Commodore keys 

Press FI for shift 
Press F2 for 
unshift 

Null Response to 
Input Statement 

Returns previous 
value of variable 

Returns null string 
for string variable. 
O for numeric 
variable 

Erase to end of line 

Not supported 

Press F3 key 

Erase to end of 

screen 

Not supported 

Press F4 key 

Screen Dump 

Not supported 

Press F6 key - 
RS232 port must 
already be open 
using device 1 27. 
can use CRT mode 
to do this 

Terminal mode 

Not supported 

Press FS key - 
used with printer 
interface. 

Quote Mode In 

Print Or Input 
Statements 

Allows putting 
cursor control 

characters in on 
subsequent edits 
- INSERT and 
DELETE toggles 
this function 

Allows putting 
cursor control 
characters in only 
when first entering 
line 

Cursor 

off during program 
execution 

always on 

Video Display 

Blanked during 
tape operations 

always on 



SPECIFICATIONS 


Functions added . 

Video Column Selection 
Video Output. 


Video Output Connector — 

Audio connector. 

Character Set. 

Video Attributes supported 

Video Memory. 

Firmware Capacity. 


Firmware Provided 


4D column by 24 line or 80 column by 
24 line video up to 8K firmware 

under software control 

1.75V RS-1 70 compatible standard 
composite video 75 Ohm. Black and 
white or CBM B4 color output - 
switchable under software control 

5 pm DIN, CBM 64 pinouts 

RCA jack 

Full Commodore character set 
including all graphics 

Reverse video 

. 2K located at Hex 9800 

. 2K standard located at Hex 9000. 
Up to 8K located anywhere m 
memory map available as an OEM 
option. 

2K video driver located at Hex 9000 


Dimensions 


6 V I x 4 ’ j," w x V h including plastic 
case 


Power Requirements 


1 .75 watts at 5V 















SYSTEM COMMANDS 


40 Column Mode: 

To startup the Video Pak SO in 40 column mode, use SYS 36864 (RETURN]. 
If you want to switch to 40 columns from 80. hit the F5 key. 

80 Column Mode: 

To startup the Video Pak 80 in 80 column mode, use SYS 36867 (RETURN). 
If you want to switch to 80 columns from 40. hit the F7 key. 

Return to the CBM 64 mode: 

To resume using the 64’s 40 column screen after using the Video Pak. type 
in SYS 36870 (RETURN). Never enter this command when using the 40 
column screen, doing so may destroy any program or data in memory. Note 
that the 40 column screen is left operational even when the Video Pak is 
running. There is nothing to keep you from using both concurrently if you 
wish. Note: Hitting the RUN/STOP and restore will return the control to 
the 64‘s 40 column screen but will not switch the video output. In this 
condition, the system will appear to lock up when it is in fact working. To 
remedy this, simply type in the startup SYS command as above. 


Restart 40/80 column mode: 

This function can only be used after the return to CBM 64 mode as above. 
The command is SYS 36873 (RETURN). Care must be used with this 
command because it requires that the Video Pak already be initialized for 40 
or BO column mode. This command does not clear the screen. Never use this 
command in 40/80 column mode, doing so may destroy any program or 
data in memory. 



DIFFERENCES BETWEEN 
THE CBM 64 AND VIDEO PAR SCREENS 


Line Length: 

The B4 allows an BO column line C2 lines) for programs and data. The Video 
Pak allows BO columns in BO column mode, 40 columns in 40 column mode. 

Switch to lower case: 

The B4 switches to lower case by pressing the SHIFT and Commodore keys 
simultaneously. The Video Pak uses the F2 key to shift into lower case 
letters, FI to unshift back to upper case. 

Cursor: 

The B4 turns the cursor off during program execution, while the Video Pak 
cursor is always on. To turn the cursor off. use the following: POKE 
57340,1 0:POKE 57341,4B. To turn the cursor on. use POKE 57340.1 O: 
POKE 57341 .96. 

Screen droupout: 

The 64's screen will go blank during certain operations, such as reading or 
writing the Datasette. The Video Pak BO screen will always remain on. 

Null response to INPUT statement: 

If a RETURN is entered as the response to an INPUT statement, the variable 
in that statement will remain unchanged on the B4. On the Video Pak. a 
string variable will be set to the null string and a numeric variable will be set 
to O. 

Quote mode in PRINT or INPUT statements: 

The B4 interprets cursor control characters within quotes as regular 
characters. The INSERT and DELETE keys toggle this function to allow 
using the cursor control keys to move the cursor. The Video Pak only allows 
cursor control characters to be entered when first entering the line. 
Subsequent edits use the cursor control keys to move cursor. 

Additional features supported in the Video Pak: 

To erase to end of the current line from the cursor position, press the F3 
key. To erase to the end of the screen from the current cursor position, 
press the F4 key. To print the contents of the screen, press the FB key. To 
use this, device 1 27 must already be open. This can be done by using the 
terminal mode Csee below) or using an OPEN statement Csee the Program¬ 
mer's Reference Guide). The F5 key switches the software to 40 column 
mode, the F7 key switches the software to BO column mode. 

If it is necessary to read the function keys, use a GET statement instead of 
an INPUT. This allows the keys to be read without them doing their above 
listed functions. 


TERMINAL MODE 


The Video Pak software has provisions to emulate a terminal. If the Video 
Pak is used in conjunction with the Data 20 PRINTER INTERFACE, then the 
software can take advantage of the switches to automatically set the 
operating parameters. To enter the terminal mode press the FB key. Upon 
doing this, the software will check to see if device 1 27 is open. If device 127 
is not open, it will assume that a PRINTER INTERFACE is present and 
attempt to read the switches. Be sure to open device 1 27 with an OPEN 
statement (see the Programmer's Reference Guide) before pressing the 
FS key if the terminal mode is to be used with something other than the Data 
2C PRINTER INTERFACE. 


The switches are set as follows: 


SW1 

SW2 

Parity 

SW3 

SW4 

Baud Rate 

OFF 

OFF 

MARK 

OFF 

OFF 

1 200 

Switches 5 

OFF 

ON 

EVEN 

OFF 

ON 

600 

and S 

ON 

OFF 

ODD 

ON 

OFF 

300 

should be 

ON 

ON 

SPACE 

ON 

ON 

1 1 □ 

left off 


Word lengths are fixed at 7 bits with one start bit and one stop bit (except 
1 1 O baud which automatically has 2 stop bits). 

The terminal mode software responds to these control codes: 


Code 

Action 


Code 

Action 


1 

Cursor home 


6 

Cursor right 


B 

Back space 


1.0 

Line feed 


1 2 

Clear screen 


1 3 

Carriage return 


21 

Cursor left 


2B 

Cursor up 


2B 

Erase to end of line 


29 

Erase to end of page 

30 

Switch to reverse video 

31 

Switch to normal video 

The following 

keys generate control codes: 



Key 

Control Code 


Key 

Control Code 


HOME 

Cursor home 

1 

STOP 

Control C 

3 

RIGHT 

Cursor Right 

6 

F5 

Bell 

7 

DEL 

Back space 

B 

DOWN 

Cursor Down 

1 O 

CLR 

Clear screen 

1 2 

FI 

DC 1 

1 7 

F2 

DC2 

1 B 

F3 

DC3 

1 9 

FA 

DC4 

20 

LEFT 

Cursor left 

21 

F7 

Control X 

2 A 

UP 

Cursor up 

26 

INST 

Escape 

27 

FB 

Delete 

1 27 


Other control codes may be generated by using the Commodore key as the 
control key. Lower case letters are generated by using the shift key. 



MACHINE LANGUAGE ACCESS 
TO INPUT AND OUTPUT ROUTINES 


There are two routines accessible to the programmer: a character output 
routine and a line input routine. These are accessed with a JSR to hex 901 5 
and 901 S respectively. 

On entry to the line input routine, the X register must be set to zero if a full 
line of data is desired upon exit from the editor. After a RETURN is entered, 
the editor will return with the character in the accumulator and with the X 
register set to the same value as on entry. T o get each successive character, 
re-enter the routine, each time incrementing the X register until a carnage 
return character is returned. 

To use the character output routine, place the desired character m the 
accumulator and JSR to 901 5. The character will be placed at the current 
cursor location and the cursor location will be incremented. 


AUDIO OUTPUT JACK 


An audio output jack is provided on the Video Pak 80 to allow connection of 
an outboard audio amplifier. This jack is a standard RCA type, compatible 
with most audio systems. Patch cords to connect the audio output to your 
system are readily available in a wide variety of configurations. 



VIDEO PAK 
Memory Map 


Hex address Decimal address Function 

DFFC 57340 CRT controller control register 

DFFD 57341 CRT controller data register 

DFFE 57342 Mode register 

Bit O- 1 selects lower case 
characters 

Bit 1 - 1 selects BO column 
O selects 40 column 

Bit 2- 1 selects BSW video 

O selects CBM B4 video 

Bit 3- Not used 

9000-97FF 36864-3891 1 Driver software PROM 

9BOO-9FFF 3B91 2-40959 Video RAM - 9BOO is upper left 

corner, addresses 
are sequential 
character positions 
left to right. 



DATA 20 One Year Limited Warranty 


□ATA 20 warrants the Video Pak to be free of defects for one year from 
the date of purchase. This warranty is limited to replacement or repair of 
defects, at the descretion of DATA 20, in the Video Pak only. No liability is 
assumed for damage due to accident, abuse, lack of reasonable care, or for 
incidental or consequential damages. 


To use the DATA 20 Warranty simply fill out the form below and send it 
along with a proof of purchase showing the name of the dealer where you 
bought your Video Pak and the date when it was purchased. Without this 
information your warranty service cannot be processed. Please send your 
Video Pak insured and shipping prepaid. Ship to: 

DATA 20: ATTENTION WRNTY. 

2301 1 Moulton Parkway #B1 O 
Laguna Hills. CA 92653 


DATA 20: ATTENTION WRNTY. 
2301 1 Moulton Parkway #B1 O 
Laguna Hills. CA 92653 


Name 


Address 


City State Zip 


Name of Dealer where purchase City 


How was your dealer service? 










* 
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